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DWG NO

C10X30TAPER10x7.5625
Revision

96.375 101.25

197.625 - .00
2.00+

7.563 .06 10.00 .062

3.03 .062

3.03 .062

.625 .02

.45 .02

.45 .02

Height/Width: +/-0.046"
Thickness: +/-0.020"
Square: <0.041"
Camber/Bow: <0.040"/3.3'
Length: +2"/-0"
Finish: Bead Blasted & Passivated
Grade: 316/316L
Unless Otherwise Specified,
Tolerances As Per ASTM A1069

8945 316/316L
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Clean modern lines are distinct 

characteristics of modern 

architecture.  One recent trend being 

used in high-end residential designs 

associated with modern architectural 

concepts, is that of open concept 

stair systems.

In these systems, the stringers are 

specifically designed to be exposed 

while also upholding its inherent 

function. Sharp cornered profiles 

feature the most aesthetically 

pleasing look with obscure weld 

seams to give the structure a distinct 

presence and modern actualization.

Delta Welding & Fabrication in California was 

tasked with the design and installation of a very 

distinct open concept stair system for a high-end 

residence along the Pacific Ocean in Montecito, 

California. 

The design called for the stair stringers and 

supports to span both the interior and exterior 

of the home. While the steel would be painted 

black, with the oceanic atmosphere and exterior 

application, they needed a corrosion resistant 

material that could also meet the modern design.

316/L Stainless steel was the material of choice 

for this project. 316/L has very good corrosion 

resistance in exterior applications. For this job 

we produced standard and custom 10 inch 

channels. The lengths were both standard and 

tapered, with laser welding being the only 

production technology that could produce 

these sharp cornered profiles in the custom 

design that was required. 
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